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Zabezpieczamy wszystko w transporcie™

Lifting Eye RUD VWBG-V, UNC thread

Product information

e Rotating 360°, pivoting 230°
e Optical markings for easy determination for withdraw from service
e Ball bearing

Marking: According to standard
Temperature range: -40°C up to +100°C
Standard: EN 1677-1

Safety factor: 4:1
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Technical data
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Factor 1 2 1.4 1 1 21 1.5 1
Loading directions (Pic. 7) z z X(Y) X(Y) X(Y) X(Y) X (Y} XY X (Y) X(Y)
Type thread For the max. total load weight =G< in metric tons. tightened and adjusted to force direction.
VWBG-V 0.3 |M8/% " 0.6 1.2 03(04)| 0.6(0.8) (042 (0.56)] 0.3(0.4) | 0.3(0.4) |0.63(0.84)| 0.45(0.6)| 0.3(0.4)
VWBG-V 0.45|M10 /%" 0.9 1.8 0.45(0.6)| 0.9(1.2) (0.63(0.84)| 0.4(0.6) | 0.4 (0.6) |0.94 (1.26)| 0.67 (0.9)| 0.4 (0.6)
VWBG-V 0.6 |M12/"," 1.2 24 0.6(0.75)| 1.2(1.5) | 0.84(1) | 0.6(0.75) | 0.6 (0.75) |1.26 (1.57)| 0.9 (1.12) | 0.6 (0.75)
VWBG-V 1.0 |M14 20 4.0 1.0(1.25)| 2.0(2.5) | 1.4(1.75) | 1.0(1.25) | 1.0(1.25)| 2.1 (2.62) | 1.5 (1.87) | 1.0 (1.25)
VWBG-V 1.3 |M16/5." 26 5.2 1.3(1.5) | 26(3) [1.82(2.12)] 1.3(1.5) | 1.3(1.5) [2.73(3.15)|1.95 (2.24)] 1.3 (1.5)
VWBG-V 1.8 |M18 3.6 7.2 1.8(20) | 3.6(4.0) | 252(28)| 18(2) 1.8(2) |3.78(4.25)| 2.7(3) 1.8(2)
VWBG-V 2.0 [M20/%" 4 2(2.5) 4(5) 2.8(3.5) 2(2.5) 2(2.5) |4.25(5.25)] 3(3.75) 2(2.5)
VWBG-V 2.0 |M22 4 2 (2.5) 4 (5) 2.8(3.5) 2(2.5) 2(2.5) |4.25(5.25)] 3(3.75) 2 (2.5)
VWBG-V 3.5 |M24/1" 7 14 3.5(4) 7(8) 4.9 (5.6) 3.5(4) 35(4) | 7.35(84)| 5.25(6) 3.5(4)
VWBG-V 3.5 |M27 7 14 3.5(4) 7(8) 4.9 (5.6) 3.5(4) 35(4) | 7.35(84)| 525(6) 3.5(4)
VWBG-V 5.0 |M30/1'," 10 20 5(8) 10(12) 7(8.4) 5(6) 5(6) |10.5(12.8) 7.5(9) 5(B)
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