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Zabezpieczamy wszystko w transporcie™

KaHaTt ctanibHOii ROPETEX S49

Product information

ROPETEX

QD sz 6 @

ROPETEX S49-3T0 cTaslbHOl TPOC, NpeHa3HauYeHHbI A5t 06LMX Leneid, Takux Kak NoABeCHbIe 3HaK1, KOHTPO/IbHbIE U CUTHAJTbHbIE
YCTPOWACTBA, HO He A5 nogbemMa. Yalle BCero ucnosb3yetcsi B He6obLIMX anameTpax Ao 6 Mm. ROPETEX S49 ocHalleH CTaslbHbIM
cepaeyHvikom (WSC).

ROPETEX S42 - 3T0 TOT Xe kaHaT, HO OH MeeT BOJIOKOHHbIN cepaeyHrk (AC) 1 noaToMy 60see rbKuii.

Rope construction: 6x7-WSC (7x7)

Marking: According to standard

Temperature range: -40 ° C go + 200 °C, ans pabounx remnepatyp ot 100 °C go 200 ° C ymeHbLueHne MBF Ha 10 %.
Standard: EN 12385-4

Fill factor: 0,55

General use

=



Kopg ToBapa

101100104270040
101100154270040
101100204270040
101100254270040

101100304270040

Rope diameter
mm

i

245)

Tensile strength

N/mm?

1960

1960

1960

1960

1960

Finish

Galvanized

Galvanized

Galvanized

Galvanized

Galvanized

Rope lay

sZ
sZ
sZ
sZ

sZ

Min. breaking force
kN

3,04
4,75

6,84

Steel area
mm?

0,43

0,97

1,73

2,7

3,89

Lubrication

Dry

Dry

Dry

Dry

Dry

Bec
kg/100m

0,38
0,86
1,54
2,4

3,46



	Канат стальной ROPETEX S49

