Zabezpieczamy wszystko w transporcie™

KaHaTt ctanibHOii ROPETEX S33

ROSETEX S33 ocHallleH NpoBosioYHbIM cepaeyuHrkom (WSC), KoTopblii NpUAaeT KaHaTam XOPOLLYH NMPOYHOCTb U ONTUMaUIbHbIN 6anaHc
ycTasiocTvt 1 usHococTolikoctn. ROPETEX S33 MOXeT UCMO/b30BaThLCS B YCTPOWCTBAX, IA4e TPOC NPOXOAUT Yepes LWKVBbI U KaHaTbl. Takke
B Mas1orabapuTHbIX KpaHax, re He HyXXeH KaHaT, YCTOUMBbINA K BpaLLeHnio. KOHCTPYKLMSA MMEET XOPOLLYHO YCTONYMBOCTb K A@BIEHUIO Npn
HamoTke Ha 6apabaH.

TUNUYHbIE NPUMEHEHUN:

- ABEpb rapaxa

- MPOMbILLIEHHbIE ABEPU
- NOABbEMHbIE ycTpoiicTBa
- BEPEBOYHbIEe CTPOnbI

- KaHaTHble Tanu
Rope construction: 6x19M-WSC

General use Winch rope Stay rope Marking: According to standard
% Temperature range: -40 ° C go + 200°C, ans pa6ounx Temnepatyp ot 100°C go 200 ° C ymeHbelwHne MBF Ha 10%.
JI: Standard: EN 12385-4
@‘ Fill factor: 0,53
RCN: 04

Agriculture and )
Overhead cranes livestock Slings

T @ A



Kopg ToBapa

101100304270060
101100404270060
101100504270060
101100604270060
101100704270060
101100804270060
101100904270060
101101004270060
101101104270060
101101204270060

101101304270060

Rope diameter
mm

10
11
12

13

Tensile strength
N/mm?

1960
1960
1960
1960
1960
1960
1960
1960
1960
1960

1960

Finish

Galvanized

Galvanized

Galvanized

Galvanized

Galvanized

Galvanized

Galvanized

Galvanized

Galvanized

Galvanized

Galvanized

Rope lay

sZ
sZ
sZ
sZ
sZ
sZ
sZ
sZ
sZ
sZ

sZ

Min. breaking force
kN

25,5
34,8
45,4
57,5
71
85,9
102

120

Steel area
mm?

3,76

6,69

10,5

15

20,5

26,8

33,9

41,8

50,6

60,2

70,6

Lubrication

Dry

Dry

Dry

Dry

Dry

Dry

Dry

Dry

Dry

Dry

Dry

Bec
kg/100m

3,43
6,1
9,53
13,7
18,7
24,4
30,9
38,1
46,1
54,9

64,4



	Канат стальной ROPETEX S33

